THERMOGRAPHY
CATALOG 2023

Ideal for process control, electrical
diagnosis, machinery maintenance ,
fever Screening etc
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@ High aiming accuracy.

@ Multiple objects can be detected simultaneously.

| Take temperature measurements from a safe distance.

Provide customized solutions for infrared thermography lens.

™

Transmission Dimensions Front Lens

NO. f{ mm) Fow(®) Mount tonem) Sealing Couting

@8~12pm

VGA 12pm Series
1 135 1.0 6407480 12pm 200.4% 32.0(H)x24.2(V) Athermalized 75 M25x0.5 L14.05,026 IP 54 AR
2 18 1.0 6407480 12pm =89 9% 24.0(H)=18.1(V) Athermalized 513 M24x05 122850276 IP 87 AR

Infrared Thermography |

3 31 11 1607120 17pm 293.3% 50.0(H)=37.2(V) Athermalized 53 M17x0.5 L10.7,922 IP 67 HD
2567192 12pm 56.0 (H) x42.2 (V),

4 32 1.1 160*120 12m 294.6% 35.3(H) x26 7(V) Athermalized 2575  M9x0.25 L31,09 P67 AR
C a t a l 0 g 2 0 2 3 5 62 11 160%120 17pm 293 2% 25 0(H)*18.7(V) Athermalized 53 M17%0.5 L119,022 IP 67 HD

QVGA 17pm Series
6 75 1.0 3847288 17pm 289.0% 51.3(H)x37.9(V) Athermalized 95 M34x0.5 L42;034.9 P67 AR
7 97 10 384288 17pm =88.6% 37 5(H)*28.5(V) Athermalized 7 M25%0.5 L19;934 IP 67 HD
Sunny lnfrared OptICS pl’OVldeS the COSt~effeCthe 8 13 1.0 384*288 17pm =90.0% 28.4(H)=21.4(V) Athermalized 6.1 M17=0.75 L14.9,920 IP 54 HD
9 15 1.0 3847288 17um 289.0% 24 3(H)*18.4(V) Athermalized 85  M34x075  L18.5034 P67 HD

: and high performance thermography solutions in VGA 17um Series

e VariOUS Segments: pfOCQSS COntrOL electrical diag_ 1 75 1.0 6407480 17pum 284.0% 91 2(H)*65.4(V) Athermalized 95 M34x0.5 L42:934.9 IP &7 DLC
4 . : ; 12 13 1.0 5407480 17pm 283.1% 48.9(H)=36.3(V) Athermalized 95 M34x0.5 L26;034.9 IP 67 DLC
nosis, maChmery malntenance’ fever screening 13 19 10 6407480 17pm 286 4% 32 1{H)x24.3(V) Athermalized 9 M30x0.76 122:932 IP &7 HD

eLC.

We can deliver a full range of high accuracy thermal im- Gt s o ore IR ol utions,
aging lenses, including manual lenses, motorized lenses,

automated manuallenses etc.These lenses can be ideal

for various FPA formats up to XGA, they also have the

feature of non-contact detection, thermal sensitivity, ease

of use and fast analysis.

Tel:+86 574 6250 0571 E-mail:sunnylR@sunyoptical.com Mobile:+86 13484232379



